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Item # 64200, Model CL-6000-PS Push to Start Standard-Size Screwdriver

Model CL-6000-PS Push to Start Standard-Size Screwdriver

CL-6000, CL-6500, CL-7000 &A-6500
 •  Standard to medium torque applications
 •  #1 to #10 screws (2.0 mm to 5.0 mm)
 •  Alpha-Series (A-Series) features a rare earth magnet motor for more power
 •  Tamper-resistant torque nut standard
 •  Low RPM models for low speed applications 

Standard-Size Screwdrivers
 •  1.7 to 30 lbf·in
 •  1/4 in. hex or 5.0 mm drive
 •  Lever or Push-to-Start
 •  6 ft detachable cord 
Light Spring Type
 •  Brown 
Heavy Spring Type
 •  Brown 

 ·  SPECIFICATIONS ·  CLASSIFICATION

SPECIFICATIONS

Model No.  CL-6000-PS

Drive Size  1/4 in. hex

Driver Type  Inline

Operation  PUSH TO START

Torque
 0.2 to 1.0 N·m
2 to 10 kgf·cm
1.7 to 8.8 lbf·in

Light Spring Type  Brown

Heavy Spring Type  Brown

Approximate RPM 1
 800 @ 30VDC
500 @ 20VDC

Length  8.5 in

Dia.  1 3/8 in
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Weight  23.5 oz

Units Per Package  1

1 Approximate RPM @20VDC: At lower voltages, full performance of tool may not be achievable.

CLASSIFICATION

Product Group  Assembly

Brand  1

Manual or Powered  Powered

Electric or Pneumatic  Electric

Low Voltage DC w /Power Source or Direct Plug-in  DC

Standard or Brushless  Standard

Category  
Ultimate Gold

World Class Quality

ESD Safe  No
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